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ø M B D E Part	No/ref

nom. min. max. min. max. max. max. max. max. kN	min.1) kN	min.1)

4.8
(3/16")

1.57 		6.35

4.93 5.18

18.2

10.2 2.3 3.1 5.7 4.4

SSPI-06-04

5.44 11.10 25.5 SSPI-06-07

9.53 15.88 27.7 SSPI-06-10

1.57 11.10 25.5 SSPI-E06-07

6.4
(1/4")

2.03 		9.53

6.63 7.01

30.0

13.5 3.0 4.1 10.6 8.2

SSPI-08-06

8.89 15.88 36.4 SSPI-08-10

2.03 15.88 36.4 SSPI-E08-10

all	dimensions	in	mm	/	en	millimètres	/	alle	Maße	in	mm	/	in	millimetri	/	en	milimetros

1)	typical	values	/	valeurs	moyennes	/	typische	Werte	/	Valori	tipici	/	resistencias	máximas	recomendadas

Interlock®	SSPI

English Français Deutsch Italiano Español

Protruding	head	 Tête	bombée Flachrundkopf Testa	tonda Cabeza	alomada

Body:	Steel*	
Zinc	plated

Corps:	Acier*
Revêtement	zingué

Hülse:	Stahl*	
verzinkt

Corpo:	Acciaio*	
Zincati

Cuerpo:	Acero*	
Zincado

Stem:	Steel*	
Zinc	plated
Clear	trivalent	chromated

Tige:	Acier*	
Revêtement	zingué
Passivation	claire	trivalente

Dorn:	Stahl*	
	verzinkt
Klar	chromatiert,	Cr6-frei

Gambo:	Acciaio*		
Zincati
Passivazione	chiara	
trivalente

Vástago:	Acero*		
Zincado
Passivado	claro	trivalente

*:	BS	3111	Type	1	SAE	1038


